تصميم نظام الأساس لفندق سانت الياس

تلخيص مشروع تخرج 2:
الهدف الرئيسي لمشروعنا التخرج هو اختيار وتصميم أنسب نظام أو أنظمة أساس لفندق "سانت الياس" في بيت لحم ، بيت ساحور. يتكون الفندق من 12 طابقًا ومتوسط ​​مساحة الطوابق 1200 متر مربع.
المشكلة الرئيسية في تصميم الأساس هي قدرة تحمل الأرض الطبيعية. تبلغ قدرة التحمل حوالي 50 كيلو نيوتن / م2 (0.5 كجم / سم2). 

يتكوّن هذا البحث من 4 أقسام وهي كالآتي:
في البداية تم التحدث بمقدمة عن الأساسات وأهمية تصميمها بما يناسب التربة والمبنى، والتطرق للحديث عن معايير وأنظمة التصميم للأساسات، وهذا ما تناوله القسم الأول من البحث.
أما في ما يخص القسم الثاني، فكان بالحديث عن التربة وأنواعها، والأساسات بنوعيها السطحي والعميق والحديث بشكل تفصيلي عن أنواع الأساسات التي تندرج تحت النوعيين الرئيسين وأماكن استخدامها.
أما بالنسبة للقسم الثالث، تم نمذجة الهيكل المقترح بعد تطبيق جميع التغييرات على الهيكل الحالي باستخدام برنامج ETABs، وإجراء جميع الفحوصات اللازمة للتحقق من نتائج البرنامج والتغييرات للهيكل المقترح وإجراء جميع التحليلات اللازمة له.
في القسم الأخير، تم اختيار وتصميم نظام أساس مناسب وفقًا للمعايير. تفاصيل الأساس (الحجم ، السماكة، التسليح).












Design of Foundation System for Saint Elias Hotel
Summarizing Graduation Project 2:
The main aim of our graduation project is to select and design the most suitable foundation system or systems of "Saint Elias" Hotel in Bethlehem, Beit sahour. The hotel has 12 floor and the average area of floors is 1200 m2.
The main problem in designing the foundation is the low bearing capacity of the natural land. The bearing capacity is about 50 KN/m2 (0.5 kg/cm2).
This research consists of 4 sections as follows:
At the beginning, an introduction was made about foundations and the importance of designing them to suit the soil and the building, and it was touched upon to talk about standards and design systems for foundations, and this is what was dealt with in the first section of the research.
As for the second section, it was by talking about soil and its types, foundations of both sallow and deep, and talking in detail about the types of foundations that fall under the two main types and places of use. 
As for the third section, the proposed structure will be modeled after applying all changes on the existing structure using ETABs, make all checks needed to verify the program results and the changes for proposed structure and doing all needed analysis for it.
In the final section, a suitable foundation system will be selected and designed according to standards. Foundation details (size, thickness, reinforcement).







