

Introduction:

Our project is home automation by Bluetooth technology.

Door,window,light or any electrical device is controlled by our mobile application.

Objectives:

To make home automation,and security easier.

To help user to control his devices while he is away,he can obtain the status of device and change it.

Home automation by Bluetooth is free.


Description:

Project is divided into two parts:

1-Mobile application(netbeans java application).

2-Hardware cct at home (LinkMatik2.0,microcontroller and devices to be controlled).

1--Mobile Application:

We can describe this application as secure home automation, due to the security established by asking user for his user name and password before he can login to system.
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After he login
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Change User name and  password:
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 To Connect

Blue tooth devices  around are displayed then user chooses the device you want..
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Then choose the Bluetooth service >>>>>>serial
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Once we connect to home the home image is displayed: [image: image6.jpg]



To know the status of all devices press(2):
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To know the state of one devise press on it
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To change this state press another time on it
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If user changed the status of something,this will be changed on the image:
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2-Hardware circuit at home (LinkMatik2.0,microcontroller and devices to be controlled).

Mobile application search for Bluetooth devices ,application found the linkmatik2.0 module,then connect to it serially.
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Linkmatik2
 Linkmatik connect with PIC serially,then it returns the status of all devices to mobile application.

Each time the mobile application send data to linkmatik ,linkmatik connect to PIC,and send data to PIC,then PIC execute the order accordind to data sent.
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Hardware Circuit..
